
Grain Sides
Silage Sides

Body Size - Imperial
Standard Tyre Size
Axle
Brake
Carrying Capacity
Floor Thickness
Side Thickness
Lights

Side Loading Panels
Volume Basic
Volume Grain
Volume Silage
Basic Trailer Weight
Loading Height Basic

Hyd Brakes

26.0 x 12
12.5 x 15
340-65 x 18 Radial
400-60 x 15.5

8 inch Hatch
12 inch Hatch
Spring Drawbar (Adjustable)

Bale Extension
Harvest Ladders - Galvanized (pair)

LED Beacon
Trailer Cover (640g PVC)
Springs for Single Axle

LED Tail Lights
10 Stud Commercial Axle
10 Stud Commercial Axle c/w ABS Brakes
Air/Oil Brakes (non ABS) c/w Load Sensing

18" Mesh Sides
Rear Tow Hitch c/w Lights and Brakes 
Jack Screw in lieu of Skid
Rear Ramps (Aluminium)

Oil Load Sensing

S-1 S-5S-4 S-6 S-85 S-10

OPTIONAL EQUIPMENT

8' x 5' x 15"
10.0 x 12
50mm 5 stud

2 tons
2.5mm
2.5mm

460 kgs
45" / 1.14m

50 cu.ft / 1.41 cu. mtrs

(DF-1)
(DF-1.5)

(DF-0.25)
(DF-0.25)

(DF-1)

(DF-1.5)

(DF-0.25)

10' x 6' x 18"
10.0 x 15 - 10 ply
60mm 6 stud
250 x 60
4 tons
3mm
2.5mm

840 kgs
52" / 1.32m

90 cu.ft / 2.55 cu. mtrs

10' 6" x 6' 9" - 7' x 21"
12.5 x 15 - 14 ply
70mm 6 stud
300 x 60
5 tons
3mm
2.5mm

238 cu. ft / 6.7 cu. mtrs
457 cu. ft / 13 cu. mtrs
1100 kgs
58" / 1.47m

128 cu.ft / 3.62 cu. mtrs

(DF-2.5)
(DF-2.5)

12' x 6' 9" - 7' x 21"
12.5 x 15 - 14 ply
70mm 6 stud
300 x 60
6.5 tons
4mm
2.5mm

273 cu. ft / 7.7 cu. mtrs
525 cu. ft / 14.8 cu. mtrs
1360 kgs
60" / 1.52m

147 cu.ft / 4.16 cu. mtrs

(DF-2.5)
(DF-2.5)

14' x 7' 6" - 7' 9 " x 24"
12.5 x 15 - 14 ply
70mm 6 stud Tandem
300 x 60
8.5 tons
4mm
2.5mm

434 cu. ft / 12.2 cu. mtrs
704 cu. ft / 18.4 cu. mtrs
2310 kgs
65" / 1.65m

216 cu.ft / 6.1 cu. mtrs

(DF-2.5)
(DF-2.5)

16' x 7' 6" - 7' 9" x 24"
385 - 65 x 22.5
80mm 8 stud Tandem
350 x 90

10.5 tons
4mm
2.5mm

496 cu. ft / 18.3 cu. mtrs
930 cu. ft / 21.06 cu. mtrs
3400 kgs
71" / 1.80m

248 cu.ft / 7.0 cu. mtrs

(DF-2.5)
(DF-2.5)

(DF-0.5)

(DF-0.5)

(DF-0.25)
(DF-0.25)
(DF-0.5)

(DF-1.5)

(DF-0.25)
(DF-0.5)

(DF-0.5)
(DF-0.5)

(DF-1)
(DF-0.25)

(DF-0.25)
(DF-0.25)
(DF-0.5)

(DF-1.5)

(DF-0.25)
(DF-0.5)

(DF-0.5)
(DF-0.5)

(DF-1)
(DF-0.25)

(DF-0.25)
(DF-0.25)
(DF-0.5)

(DF-1.5)

(DF-0.25)
(DF-0.5)

(DF-1)
(DF-1)

(DF-1)
(DF-0.25)

(DF-0.25)
(DF-0.25)

(DF-1)
(DF-0.25)

(DF-0.25)
(DF-0.25)

(DF-2)
(DF-1.5)
(DF-2)

(DF-0.25)

(DF-4)

Single 5 Stage Hydraulic Ram

(DF-0.5)

(DF-0.25)
(DF-0.25)

(DF-1)

(DF-1.5)

(DF-0.25)

6' x 4' x 13"
23 x 8.5 x 12
50mm 5 stud

1.5 tons
2.5mm
2.5mm

340 kgs
40" / 1.02m

26 cu.ft / 0.74 cu. mtrs

(DF-1)
(DF-1.5)

S-2

Tipping Mechanism Single Hydraulic Ram Single Hydraulic Ram Single Hydraulic Ram Single Hydraulic Ram Single Hydraulic Ram Twin Hydraulic Rams

(DF-2)
(DF-1.5)
(DF-2)

(DF-0.25)

(DF-4)

Swivel Hitch

(DF-0.5) (DF-0.5)

550-45 x 22.5 (DF-1)

N/A

N/A

N/A
N/A

N/A

N/A N/A

N/A
N/A

N/A
N/A

(DF-0.5)
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DROP-SIDE TRAILER RANGE SPECIFICATIONS & OPTIONAL EQUIPMENT

Scan the QR code above or visit www.marshall-trailers.co.uk for our retail pricing & full range of options.
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MORE »

Dealer Fit      Standard     Optional     Not Available


